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TEE EFFECT OF TEICKNXSS  RATIO ON SECTXON THRUST 

DISTRIBUTIOH AS DETERMTNED FROM A STUDY OF WAp;E SuRvEYs 

By D a n i e l  E., Harrison and Joseph R. Mi l i l lo  

Tests of the MACA L ( 0 )  (O3)-&5 and the ITACA 4- (0) (08) -045 two- . 
blade  propellers were conducted in the  Langley 8-foot  high-speed  tunnel 
f o r  blade  angles from 40' t o  650 through a Mach  number range up t o  
0 925. 

The resul ts  show that changes in  thrust   loading due t o  compressi- 
b i l i t y   e f f e c t s  were much smaller f o r  the NACA 4-(0) (O3)-045 thin-blade 
propeller  than-for the NACA 4-(0) (08)-045  thick-blade  propeller. At 
maximum-efficiency conditions,  the thrust loading on the outbard see- 

numbers' tested, to produce higher integrated  values of thrust coeff i- 
cient than were obtained at subcr i t ica l  Mach nmbers. I This  trend - 

indicates that the  lift coefficient a t  which maxhmm L/D is obtained 
a t  supercr i t ical  speeds is greater than at  subcri t ical  speeds. The 
thin propeller  delayed the forward Mach  number at which compressi- 
b i l i t y   e f f e c t s  occur a t  least 0.05 as compared to   t he   t h i cke r  blade 
f o r  a l l  blade  angles  tested. 

. tions  increased  sufficiently  with Mach nmnber, for  the  highest  Mach 

INTRODUCTION 

The ef fec ts  of thicknesp: r a t io  on prope.ller aerodynamic character- 
i s t i c s   a s  determined from an investigation of  the  NACA 4- (0) (O3)-045 
and the NACA 4,(0)(08)-045  propellers w e r e  reported  in  referencea 1 and 
2. In  these  papers, only the  force-test   results were presented. 
Wake-survey measurements were also obtained i n  conjunction w-ith the  force 
t e s t s  t o  determine the  thrust   distributions on the two  .propellers. It is  
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the purpose of the  present  paper t o  give the thrust distributions in 
coefficient form and t o  show how these  distributions are altered by the 
effects  of thickness  ratio. 

The tests reported  herein were conducted i n  the Langley %foot 
high-speed tunnel  using the same apparatus and methods as  those  described 
in  reference 3. 

SYMBOIS 

blade width, feet 

thrust  coefficient (5) 
propeller diameter, feet 

blade-width r a t io  

maximum twckness of blade section,  feet 

blade-thickness  ratfo 

advance ratio (5) 
tunnel-datum (forward) Mach  number (tunnel 

uncorrected for tunnel-wall  constraint) 
Mach number 

helical-t ip Mach number M 1 + (m) 
propeller  rotational speed, revolutions per second 

dynamic pressure ($) 
propeller-t ip radius, feet 

blade-section  radius,  feet 

wake-section radius,  feet 

thrust ,  pounds 
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TC thrust  disk-loading  coefficient 

- .  v tunnel-datum velocity  (tunnel  velocity  uncorrected f o r  tunnel- 
wal l   constralnt) ,   feet   per  second 

vo equivalent  free-air  velocity (tunnel-datum velocity  corrected 
f o r  tunnel-wall  constraint) , f ee t  per second 

Make s t a t ion  (rv/R) 

P air   density,  slugs per  cubic  foot 

p: section  blade  angle,  degrees 

I 

'0.7% 

%ax 

dcT - section t e s t  coefficient 
dxw 

blade  angle a t  0.75 radius,  degrees 

maxirmnn efficiency 

APF'ARATUS, "HODS, AND TESTS 

The tests  reported  herein were  conducted Ln the  Langley 8-foot 
high-speed tunnel  using  the sme. apparatus and  methods as those  described 
in  reference 3. A sketch of t he  800-horsepower dynamometer as  installed 

' in the  tunnel is included as figure 1. 

Propellers.--Two two-blade propellers  with  &-foot  diameters were 
used in this  investigation. Each propeller was designed  as a two-blade 
configuration having the. seme blade  loading t o  produce minimum induced 
losses  (profile  drag assumed equal t o  zero) a t  a nominal blade  angle 
of 60' at  the  0.7-radius  station and a t  an advance r a t io  of 3.36.  
Symmetrical NACA 16-series  propeller  sections were used a l l  along the 
blades. These propellers have the same plan form, approximately the 
same pitch  distribution, and dlffer essent ia l ly  only  in thickness  ratio. 
The thin-blade  propeller, NACA 4- (0) (03)  -045, has' approximately the 
same thickness  at t h e  root as  t-he  thick-blade  propeller, .NACA 4-(0) (08)-045, 
but  tapers very rapidly  along  the  blade. 

The designation numbers have the follow-ing meaning. The mrmber of 
the f i r s t  group i s  the diameter i n  feet: the second number, in parentheses, I 
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i s  the  design lift ioefficient-(.in  tenths) of  the  blade  section  at  the 
0.7-radius  Etation;  the  third number, In parentheses, ia  the  thickness 
r a t io  of the blade  section  at  the  0.7-radius  station; and the l a s t  
number is  the  blade solidity  expressed as. a  rat-lo of the  blade chord a t  
the  0.7-radius  station  to-the circumference of  the  c i rc le  having a 
radius 0.7 of the  prdpeller-tip  radius. A photograph of the blades is 
shown i n  f igure 2, and t h e  blade-form curves  are  given in figure 3. 

Survey rakes.- Section thrust coefficients were  computed from sta t ic -  
and total-pressure meas&ements in the  slipstream of the ‘propeller. The 
tatal-pressure measurements  were obtained by  means of t h e  rakes shown 
i n  figure 1. The rake s t ru t s  had a maximum thickness  ratio of. 10 percent 
perpendicular  to the  leading edge and were swegt back at an angle of 45O. 
These factors  contributed  to  keeping the tunnel-choking Mach  number at as 
high  a level as posafble. The t o t a l  pressure was measured i n  8. plane 
17 inches damstreaaa~from the  center  l ine of the  propeller. . An inclined 
manometer board was used t o  measure t o t a l  pressure; the angle of inc l i -  
nation was such that 3 inches. of measurement  were obtained f’or each  Inch 
of vertical  height of the  manometer fluid. 

Thrust, torque,  rotational speed, and slipstream  pressures were 
measured throughout the  operating range of the propellers. The propeller .. 

were tested w i t h  the  blade  angle-fixed and the  rotational speed was 
varied  over a range for each tunnel Mach number. Data were taken at 
blade  angles as low as 20°, but  these  are  not  included because of 
Inaccuracies in measuring the smaller  values  of-total-pressure  rise i n  
the  slipstream. The range of blade angles. presented f o r  each  forward 
Mach  number i s  given Fn the followfng tables:  

Fornard 
blade angle of 0.75-mdius station, B Mach  number 

NACA 4- (0) (03) -045 pmpe l l e r  

0.7% 
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'c 

Forward NACA 4- (0) (08) -045 propelier 
Mach  number blade angle a t  0.752adius station, Bo. 75R' 

M 
(de@;> 

0.53 50 .60 

55 60 55 - 925 
65 6 0 '  55 -90 
65 60 55 .85 . 
65 60 55 50 -80 
65. 60 55 50 ' 0  75 

. 65 6 0 .  55 50 .70 . 
60 55 . m  .65 . 

55 50 

Section  thrust  coefficients were  computed. f m .  measurements of the 
s ta t ic -  and total-pressure changes -in the  wake  of the  propeller. The 
simplified method presented i n  reference 4, which does not require the 
measurement of temperatures fn the  alipetream, was the method used t o  . 
reduce the  data  presented  herein. 

. The s l ip s t rka i r ad ius  ru is assumed equal t o  the  blade-section 
radius r. 

With the  propelker  operating, it was found tha t   the  v&riatLon of 
static  pressure measured rad ia l ly  outward from the dynaniometer ba r re l  
w a s  not .enough t o  change appreciably  the  thrust  distribution  along  the 
blade.  Therefore, the  static  pressure,   as used, was obtafned by an 
or i f ice   located on the dynamometer barrel   in  the  plane of the  rakes. 

The advance r a t io  was corrected for the  effect  of tunnel-wall 
. constraint by use of the r a t i o  of f ree-air   veloci ty   to   the tunnel-datum 
velocity as a  f'unctton of thrust  disk-loading  coefficient and  .turinel-datum 
Mach  number as  presented in figure 4 (reference 3) .  

ACCURACY OF RESULTS 

- 
Section-thrust-coefficient  values  are not presented  in t.he curves 

f o r  radial   s ta t ions inboard of the  + = 0.4. These points were not 
t '  presented  because of the   sca t te r  of the  &%a measured by the s h e y  - 



equipment. This scatter-was  present  both w i t h  and without  the  propeller 
ins ta l led   in   the  test  setup and 'therefore was caused by the   e r ra t ic  
nature of the  basic flow abdut the spinner gap and not by the propeller. 
However, the  section thrust-curves were extrapolated to   the  spinner  
location (+ = 0.271).  Other  section-thrust-coefficient  values  -omitted 
f r o m  the curves w e r e  due to  faulty  total-pressure  tubes.  

The thrust   coefficients  as  obtahed frm the wake-survey data 
presented  herein agree w i t h  the force-test-data  within f7  percent. The 
wake-survey values .are t o  be used t o  show .the load distribution of the 
propellers  qualitatively and not  quantitatively. The data have not 
been corrected for rotational  losses in the slipstream which, in general, 
would reduce the  integrated  thrust-coeffictent  values Iry approximately 
4 percent; It i s  t o  be noted  that this  correction does not change 
appreciably  the shape of the load-distribution curve  along. the blade. 

RESOITS AWD DISCUSSIUN 

The basic  section-thrust-coefficient c w s  for the RACA 4-(0)(03)-045 
propeller  are shown in   f igure 5 f o r  b. 75R = '40° t'o 650 through the - 
Mach  number and advance-ratio ranges tested.  -Similar  curves for the 
MACA 4- (0) (08) -045 propeller f o r  j3 = 50' t o  650 are  presented as 
figure 6. The force-test   characterist ic curves  corresponding t o  
these section-thrust-coefficient  curves have previously  peen  presented 
in  references 1 and 2. 

0 .73  

Effect of  forward Mach number on thrust  distribution.-  Figure 7 shows 
t he  effect  o f  forward Mach  number on the thrust   distribution at maathum 
efficiency f o r  the mACA 4-(0)(03)-045 propeller f o r  

60°, and 65O. Each set  of curves i s  identified by the  corresponding 
Mach numbers  and  advance rat io .  

43.733 = 5oo, 55O, 

In general, t he  shape of the  thrust-distribution  curves remains 
relatively  constant  at  low speeds. As the  tip-section speeds become 
supercrit ical ,  the onset of shock and separation  results  in a loss i n  
lift (decreased  lift-curve  slope). This, coupled  with an increase 
i n  drag, results in a lower thrust loading on the outboard  sections. 
As the  forward Mach  number i s  further increased,  the  thrust  loading . 

on the  outboard  sections i s  greatly  increased. This i s  primarily a 
resul t  of an increase In angle of attack as evidenced by the  decrease 
i n  advance ratio.  It is  believed  that the increase in thrust  loading 
i s  also due t o  a slight  increase in the l if t-curve slope  for  these . .. r 

sections. 

. .  

. .  . . . .  - 

I 
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The foregoing  observations  are in  agreement with  results  obtained 
froq wind-tunnel t e s t s  of wings at   transonic and low supersonic speeds. 
A t  subcri t ical  speeds, section  drag i s  little affected by, Mach number, 
and lift  coefficient  increases  with  increasing Mach  number approxfmately 
i n  accordance with  the  Prandtl-Glauert  relation. A t  supercr i t ical  
section speeds up t o  Mach  number 1.0, a mixed flow, partly  supersonic 
and par t ly  subsonic,  takes  place on t he   a i r fo i l  which resul ts  i n  a 
rapid  increase in  drag and a sFmultaneous loss of  lift. A t  low mper- 
sonic  speeds,  pure  supersonic flaw covers  the  entire  airfoil  (except at 
the-  leadhg  edge); drag coefficient, though high, does not  continue t o  
increase  with speed; and lift coefficient  increases w i t h  increasing 
Mach number. T h i s  type of airfoil   behavior-is  reflected  in  the  ,varia- 
t i on  of section  thrust   coefficient  wtth Mach number. A t  subcritLc&l 
speeds thrust  coefficient  increases slowly with  increasing Mach number. 
A t  higher  forward speed f o r  conditions where a portion of the  blade 
operates  at   supercrlt ical   section speeds,  a local drop in  the  values 
of section  thrust  coefficient  indicates  the drag r i s e  and loss of lift 
associated  with  transonic  operation. The high  values of section.  thrust 
coefficient  attained on the  outboard  sections  at  high speed ref lect   the  
improved operation of the  blade  sectfons  at  supersonic speeds. 

The efficiency of a propelxer a t   supercr i t ica l  speeds i s  governed , 

largely by the  l i f t -drag r a t i o  of the  blade  sections. A t  maxlrmun 
efficiency,  the thrust loading on the  outboard  sections  increased 
suffic,iently,  for  the  highest Mach numbers tested, t o  produce higher 
integrated  values of thrust coefficient  than were obtained at subcri t ical  
Mach numbers. This indicates  that   the lift coeff ic ient   a t  which maxiruum 
L/D is  obtained a t   supercr i t ica l  speeds i s  greater  than at subcri t ical  
speeds. The increase in lift coefficient i s  primarily due to the  increase 
i n  angle of attack at the  high Mach numbers. Since  the 'ouboard sectio-ns 
of the  propeller  blade  are more efficient  than  the  inboard  sections  at 
the  higher Mach numbers, it would be expected tha t   t he   r i s e   i n   t h rus t  
loading would be @eater at the  outer  sections. 

The effects  of forward Mach  number on maximum efficiency have been 
reported  in  references 1 and 2 fo r   t he  WCA 4-(0) (03) -043 and 
NACA 4-.(0) (08) -045 propellers. The changes in maxirmnn efficiency  with 
forward Mach  number  show good correlation  with  the changes in thrust  
loading  with Mach  number  shown i n  figures 7 and 8. The force data 
presented in   f igure  9 show tha t   the  inmimum eff ic iency  for   the 
NACA 4-(0) (03)-045 propel ler   a t  B = 60° remains relatfvely  constant 
up t o  a Mach  number of 0.80. The thrust  loading shown i n  figure 7 
for the NACA 4-(0)(03)-045  propeller also remains the  same up t o  a Mach 
number  of 0..80. When the  maxfmum efficiency  decreases  appreciably 
(M = 0.85),  the  thrust  loading' changes on the  propeller  sections. The 
same comparison of the changes in  force  data and wake-sumey data  with 
forward Mach number can be made f o r  d l  blade  angles  tested. 

I 



Effect of thickness ratio:- The effect. of thiclmess  ratio on t b s t  
distribution at maximum efficiency is sham in figure 10 by comparing 
the  curves of .the NACA 4 " O )  (03)-045 and the NACA 4-(0) (08)-045 propel- 
lers a t  = 5 9 .  The changes. i n  thrust LoadFng with forward Mach 

number are much smaller  for  the NACA 4-(0)(03)-045 thin-blade  propeller 
than  for  the MACA 4-(0)(08)-045 thick-blade  propeller. T h i s  occurrence 
would  be expected  since  the magnitude of  1 i f t . l o s ses  due t o  compressi- 
b i l i t y   e f f ec t s  decrease8  with  decreasing thickness ratios.  It can be 
seen t h a t   t h e   t u c k  blade began t o  experience  compressibility  effects 
a t  a forwara Mach  number  of 0.75, as compared t o   t h e   t h i n  blade which 
began t o  experience  compressibility  eflects st a forward Mach  number 
of 0.80. 

F 

'0- 7% 

A comparison of  the  thrust-distribution curves is presented i n  
figure 11 for   the  MACA k-(O)(O3)-045 and the NACA 4-(0)(08)-045 propel- 
lers at constant advance r a t io  fo r  I3 = 60'. The advance r a t i o  

was chosen t o  correspond nearly t o  the subcrit ical  maximum-efficiency 
operating  conditian  for both propellers., The tlvvst coefficients  for 
the  thin blade w e r e  higher than  those  for  the  thick  blade  throughout 
the test  Mach number range. The changes in-thrust   coefficients for 
the  thick  blade were more pronounced than  those  for  the  thin blade. 
The figure clearly  shows-that  the  thick  blade began losing thrust 
loading a t  M = 0.75; whereas, for the   thin blade, the losses are so 
small and occur so  gradually  that- it is d i f f icu l t   to   say  at which 
forward Mach  number the  losses begin. The force-test  (constant advance 
r a t io )  .results presented  in  figure 12 show that the thrust coefficient . 

for  the  thick  blade  starts  to  decrease at M = 0.75, whereas the thrust 
coeff ic ient   for   the  thin blade s t a r t s   t o  decrease a t  0.80 Mach  number. 
This shows that  compressibility  effects were delayed at least  0.05 i n  
forward Mach  number  by the  use of very thin  sectiohs. 

0-  7% 

CONCLUSIOMS 

Tests of the NACA 4-(0)(03)-045 and mACA 4-(0)(08)-045 two-blade 
propellers .conduct :d tn the Langley 8-foot high-speed tunnel f o r  blade 
anglea between 4-0' and 650 and through a forwad Mach number range up 
t o  0.925 indicated  the following remits: 

1. A t  maximum efficiency,  the changes in thrust loading due t o  
compressibility  effects were much smaller f o r  the EBACA 4-(0) (03)-045 
thin-blade  propeller  than for the  NACA 4- (0) (081-045 thick-blade  propeller. 

2. A t  m x i m ~ ? ~ ~  efficiency,  the thrust loading on the outboard  sec- 
tions  increased  sufficiently  with Mach number, f o r  the  highest Ma$h. 
numbers tested, to produce Bigher values of thrust coefficient  than 1 
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i were obtqined st subcri t ical  Mach nuhers .  T h i s  trend  Fndicates *that 
the.  lift coeff ic ient   a t  which m~tximum L/D i a  obtained a t  super- 
c r i t i c a l  speeds is  much greater  than at subcri t ical  speeds. This 
effect w a s  l e s s  pronounced f o r  the EACA 4-( 0) (‘03) -045- propeller  than 
for   the  N4CA 4-(0)(08)-045 propeller. 

9 

3. Comparison  of the thnist coefficients of the  test   propellers 
a t  constant advance ratio.indicates  larger  thrust   loadings f o r  the   th in  
sections  than  for  the  thick  sections. 

4,. The thin  propeller delayed the forward Mach number a t  w H c h  
compressibility  effects  occur at leaet 0.05 as compared to   the  thicker‘  
blade f o r  all blade angles tested.  , 
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Figure 5.- Basic sectim4hrust-coefficient curves for WCA 4-(0)(03)-045 
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(a) concluded. = bo. 

Figure 5.- Continued. 
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Figure 5.- Continued. 
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Figure 5.- Continued. 
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F i g u e  5.- Continued. 
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Figure 5.- Continued. 



Figure 5.- Continued. 
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, Mgure 5.- Con-tinued. 
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Figure 5.- Continued. 
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Figure 5.- Cmtinued. 
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M e r e  5.- Continued. 



Figore 5.- Continued. 
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Figure 5.- Continued. 
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(e)  Continued. fl0.75~ = 6 5 O .  
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Figure 2.- Continued. 
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Figure 5.- Concluded. 
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~ l g u r e  6.- Basic secticm-thrust-coefcient curves for HACA L(o)  (~$)-O45 . 
propeller. 
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~ l g u r e  6.- Continued. 
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Figure 6. -  Continued. 
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Figure 6.- Continued. 
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Wake station ,xW 

Figure 7.- Effect of forward Mach number on eection-thrust-coefficient 
curves f o r  maximum efficiency. NACA 4 ( 0 )  (03)-045 propeller. 
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Wake stdion,xw 

(a> Bo.75R = 55O. 

Figure 7. - Continued. 
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(c> P0.m = 6oo. 

Figure 7.- Continued. 
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Make station,xw 

( 4  = 65O. 
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c - i Figure' 7. - Concluded. 
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3.7 
3.75 
3.0 
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Wake station,xw 

Figure 8.- Effect of f o h d  Mach number on section-thrust-coefficient 
curves for maxhum efficiency. NACA 4-(0)(08)-045 propeller. 
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Figure 9.- Effect  of forward Mach number on &mum efficiency. 
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(a) M = 0.65. (a) M - 0.70. 
figure 10.- Effect o f  thichess ra t io  on section-thruet-coeffificient curves 

at maximum efficiency. = 5 5 O .  
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( c )  M =.O.m. (a) M = 0.80.' 

Figure 10.- Continued. 
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(e) bl = 0.85. (f) M = 0.9. 

Figure 10.- Concluded. 
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(a) M = 0.65. (6) M = 0.70. 

F i e r e  11.- Effect of thickness r a t i o  .on sec t ion - th rue tcoe f f i~an t  
curves at constant & a c e  ratio. J = 3.7; P0.m = 60 . 0 
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Figure U.- Continued. 
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Figure 11.- Concluded. 
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